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Self-levelling industrial fi nal screed

(medium-heavy operation)
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PRODUCT DESCRIPTION
MFC Final 410 is a self-levelling fl ooring mixture on the basis of cement, 
fi ller and special additives. It is delivered as an already prepared dry mixtu-
re which is mixed with water on the construction site.

USE
MFC Final 410 is used for industrial fl  oors on new or old concrete as a fi nal 
surface treatment. It can be used for levelling of surfaces with by strong 
wearing, e.g. production halls, garages, warehouses, supermarkets, etc.
It is applied in one 4–15 mm thick layer within one working action.
The consumption of the mixture is 1,7 kg/mm/m2.

TECHNICAL PARAMETERS

Recommended thickness of the layer 4–15 mm

Workability time
(depending on site conditions)

15–20 min.

Foot traffi  c 3–5 hours

Light fl oor loading after 24 hours

Ready to operation after 7 days

pH value 11

Flow-Ring test 155–165 mm

Apparent density of the mixture 1980 kg.m3

Compressive strength after 28 days min. 40 MPa

Flexural strength after 28 days min. 12 MPa

Bond strength after 28 days min. 2,5 MPa

Wear resistance to rolling wheel
(SS 92 35 08)

max. 1 cm3

Wear resistance to rolling wheel RWA 
(ČSN EN 13892-5)

max. 16,5 cm3

Specifi c shrinkage max. - 0,07 %

Anti-slipping properties acceptable

Maximum diameter of fi ller grains 1,0 mm

- parameters of material in an environment with 23 oC and 50% relative air moisture

- pressure and extension strength during bending after 7 days achieves min. 60% 

of 28 day values

BASE
The base must be stabilized without released particles and grease (blast-
ing, grinding, milling) with consequent dust suction. Resistance strength 
should be min. 1.5 MPa, if MFC Final 410 is applied directly to it and a min. 
1.0 MPa, if previously modifi ed using MFC Final 420 levelling coating. Holes 
and cracks in the base must be repaired using repair binders (MFC Sanfi x 
200). Perform surface measurement to select the optimal tightness of the 
coat layer. Rough bases must always be levelled before using MFC Final 420.

PENETRATION
Apply MFC Primer 620 penetration to clean material with a brush or sprayer 
in the ratio with water of 1 : 5 for the fi rst coating and 1 : 3 for the second
coating. Apply once or twice according to the absorption capability
of the base.

MIXING
The dry mixture is to be mixed shortly before application with drinking
water in the ratio 4,75 litres (19 %) of water per 25 kg of dry mixture
in order that the required fl uidity is achieved. It is necessary to check
the fl uidity during the application by implementing a  fl uidity test
(see Application Manual). The mixing is to be done in a machine with the 
use of an automatic mixer with pump and delivery hose and in the case
of a minor scope of work it is possible to mix the material in a mixing vessel 
using the mixing adapter on the drilling machine.

APPLICATION
The mixing should be completed within 15–20 minutes. It should be ap-
plied by proportional pouring in stages (20–30 cm) of the width of the fi eld 
(6–15 m) depending on the manner of the fl ooring and absorption layer. It 
is necessary to ensure that the new material is applied on already applied 
material to ensure convergence (within 5 minutes). Smooth the freshly ap-
plied material using a  tooth wiper and de-aerating roller in order to re-
move air bubbles and joints in the applied areas. The required tempera-
ture of the base, coat and environment during the application is stated
to be within the range +5 to +25°C.

TREATMENT
During the application and in the initial phase of hardening it is necessary 
to prevent air draughts and extreme temperatures. It is necessary to pro-
tect the surface against mechanical damage 48 hours after the applica-
tion, although it is jointless, construction and expansion gaps of the base 
must be produced by cutting within 24 hours. 

SURFACE
MFC Final 410 is comparable with compacted concrete properties. Depend-
ing on the manner of application, colour diff erences may appear on the sur-
face (i.e. strips caused by movement of the hose). After the coat matures the 
surface is unifi ed. MFC Final 410 is also recommended for industrial use with-
out longer surface treatment; however for simpler cleaning or protection 
against penetration of chemicals a suitable protective layer can be applied.

QUALITY
MFC Final 410 is permanently checked during production using labora-
tory tests. The basic precondition for a successful application is to follow
the required technological procedures (see the Application Manual).

STORAGE
The material is packed into 25 kg paper bags and is stored on wooden
palettes (containing 40 bags). It is to be stored in a suitable environment;
it must not be exposed to moisture or extremely low or high temperatures.

WARRANTY
The warranty period is 6 months from the date of production. The date 
of production is indicated on the package. The producer guarantees
the declared properties and parameters of the product when ensuring
the required technological procedures – the producer does not provide 
any guarantee pursuant to improper processing and use. 

ATTENTION
The product contains cement. Cement reacts with water in an alkaline manner. 
Protect your eyes and prevent contact with skin. During handling 
of the dry mixture there is risk of inhalation of dust particles, 
therefore, we recommend to use a protective respirator. 
In the case of aff ection of eyes, rinse your eyes with water 
and consult your doctor. Keep away from children.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 120
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 120
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 800
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check true
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <FEFF00440069007300740069006c006c00650072002d00450069006e007300740065006c006c0075006e00670065006e0020006600fc0072002000450062006e00650072002000260020005300700069006500670065006c00200047006d00620048002c00200055006c006d>
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [595.276 841.890]
>> setpagedevice


